


















Automatically Toggles

Returns user back to System USE Day 0 in Diagnostic 7 screen.
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Diagnostic Screens (continued)

Automatically Toggles

DIAGNOSTIC 5A

DIAGNOSTIC 6

DIAGNOSTIC 8

DIAGNOSTICS 5A
Maximum fl ow rate 
for the last 28 days.

Max fl ow rate of the day

DIAGNOSTICS 5B
Hourly history of maximum 
fl ow rate. Use the UP and 
DOWN arrow to select the 
hours of the day from screen 5.

Max fl ow within the selected hour

DIAGNOSTICS 6
Total volume through the unit.

Simultaneously press 
UP and DOWN.

Automatically Toggles

Automatically Toggles

Return To
Normal Operation

DIAGNOSTIC 5B

Returns back to Day 0 in Diagnostic 5 screen.

Automatically Toggles

DIAGNOSTICS 8
Error log. Use UP & DN 
arrows to scroll through the 
last 20 errors.

DIAGNOSTIC 7A

Simultaneously press 
UP and DOWN.

DIAGNOSTIC 7B

DIAGNOSTICS 7A
Total system history of volume used use 
UP and DOWN arrows to select a day.

0 = Today
1 = Yesterday
63 = 63 days ago (max.)

DIAGNOSTICS 7B
Total system hourly history of 
volume use Up and Down arrow 
to select the hours of the day 
from Screen 7.



HISTORY 1

HISTORY 2

HISTORY 3

HISTORY 4

HISTORY 5
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Valve History

Returns to normal operation after 5 minutes.

Accessed by pressing UP and DOWN simultaneously 
for >3 seconds, then by pressing UP and DOWN 

simultaneously again for >3 seconds.

HISTORY 1
Total days since startup.
Time only accumulates while 
the unit is plugged in.

HISTORY 2
Total regenerations since startup.

HISTORY 3
Total volume since startup.

Return To
Normal Operation

Non-Resettable

HISTORY 4
Main board fi rmware revision.

HISTORY 5
System board fi rmware revision. Will display -nA- if 
no system board is detected.



Revision History:

9/21/2009

PAGE 20:
Added HIGH DAILY VOLUME screen.

PAGE 27:
Added “Day & Gal” and “Day & Gal & System” to Timer 2 and Timer 3.

11/13/2009

PAGE 4:
Incorporated Page 5 information

PAGE 6:
Added Communication Cable Connection to New PC Board Layout

12/08/2009

PAGE 3:
Software Compatibility

3/31/2010

PAGE 3:

215.103 1.133

1) It is recommended to maintain one version throughout a system.
2) 1xx version fi rmware is upgradable to a newer 1xx fi rmware but can not 

be programmed to a 2xx version.
3) This software version is not compatible with boards programmed to 

previous versions. If this software version is required, new boards 
p/n V3242-01 and V3243-01 are also required.
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