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Setting Regeneration Cycle Times
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Step 1CT - Press NEXT and ¥ simultaneously for 5 seconds and release.
If screen in Step 2CT does not appear, the lock on the valve is activated. To
unlock press ¥, NEXT, REGEN, A in sequence, then press NEXT and ¥
simultaneously for 5 seconds and release.

Step 2CT - Select between SOFTENING or FILTERING.

When set to FLTr, 7CT is not set to off, and 2CS is set to 1.0, a fixed 30
second Backwash is automatically added to the regen cycle program after
Rinse 6CT. The status display for this extra backwash will appear as just
another cycle step in sequence.

Press NEXT to go to Step 3CT. Press REGEN to exit Regeneration

Cycle Times.

Step 3CT - Adjust the length of the backwash from 1-20 minutes or OFF
using the A or V¥ buttons.

Press NEXT to go to Step 4CT. Press REGEN to return to previous step.

Step 4CT - Adjust the length of the regenerant draw from 1-99 minutes or
OFF using the A or V¥ buttons.

Press NEXT to go to Step SCT. Press REGEN to return to previous step.

Step SCT - Adjust the length of the second backwash from 1-20 minutes
or OFF using the A or ¥ buttons.

Press NEXT to go to Step 6CT. Press REGEN to return to previous step.

Step 6CT - Adjust the length of rinse from 1-20 minutes or OFF using the
A or V buttons.

Press NEXT to go to Step 7CT. Press REGEN to return to previous step.

Step 7CT - Adjust the length of fill from 0.1-99.0 minutes or OFF. WS2
valves are shipped from the factory with a refill flow control of 2.2 gpm (8.3
Ipm). All other control valves are shipped from the factory with a refill flow
control of 0.5 gpm (1.9 Ipm).

Press NEXT to exit Regeneration Cycle Times. Press REGEN to return to
previous step.
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Installer Display Settings

One of three sets of displays will be shown depending on what was selected in Configuration Settings Step 3CS.
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Volume (Gallons) selected in Configuration Settings Step 3CS

Step 11 - To enter Installer Display press the NEXT and
A buttons simultaneously for 5 seconds and release.

Step 2I - Volumetric capacity in gallons to regeneration.
Press NEXT to go to Step 31. Press REGEN to exit
Installer Display.

Step 31 - Adjust day override from 1 - 28 or OFF.
Press NEXT to go to Step 41. Press REGEN to return to
previous step.

Step 41 - Use A or ¥ buttons to set the regen hour.
Press NEXT to go to Step 51. Press REGEN to return to
the previous step.
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28 Day or 28/Volume (Gallons) selected in Configuration Settings Step 3CS
Step 11 - To enter Installer Display press the NEXT and
A buttons simultaneously for five seconds and release.
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hour. Press NEXT to go to Step 41. Press REGEN to return
to previous step.

Step 41 - Use A and V¥ buttons to set the regen minutes.
Press NEXT to exit Installer Display. Press REGEN to
return to previous step.
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7 Day or 7/Volume (Gallons) selected in Configuration Settings Step 3CS
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Step 1D
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Diagnostics

Step 1D - Press A and ¥ buttons simultaneously for

5 seconds and release. Then press A and ¥ buttons
simultaneously for 2 seconds and release. If screen
in Step 2D does not appear the lock on the valve is
activated. To unlock press ¥, NEXT, REGEN, A in
sequence, then press A and ¥ buttons simultaneously
for 5 seconds and release. Then press A and ¥ buttons
simultaneously for 2 seconds and release.

Step 2D - Display shows the number of days since a
regeneration last occurred. Press NEXT to go to Step
3D. Press REGEN to exit Diagnostics.

Step 3D - Display shows the volume of water treated
in gallons treated since the last regeneration. If Volume
(gallons), 28/Volume (gallons), or 7/Volume (gallons)
was selected in Step 3CS and no meter is installed this
display will read 0. Press NEXT to go to Step 4D. Press
REGEN to return to previous step.

Step 4D - Display shows the days in service since start
up. Press NEXT to go to Step 5D. Press REGEN to
return to previous step.

Step 5D - Display shows the total number of
regeneration cycles since start up. Press NEXT to exit
Diagnostics. Press REGEN to return to previous step.
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